
TOP OF BRICK
AT PIER

110'-0"

TOP OF FENCE

109'-9"

TOP OF CAP

102'-9"

TOP OF
FOUNDATION

100'-0"

TOP OF FOOTING

SEE STRUCTURAL

CONCRETE FOOTING AND
FOUNDATION - PROVIDE
POCKET FOR SETTING POSTS
- SEE STRUCTURAL DRAWINGS

FINISH GRADE MINIMUM 6" BELOW
TOP OF FOUNDATION - SEE CIVIL
AND LANDSCAPE DRAWINGS

8" CMU - LEAVE 8" x 8" POCKET
TO BE FILLED WITH CONCRETE
AT POSTS

4" NOMINAL FACE BRICK WITH
LADDER TYPE REINFORCING 8" O.C.

CAST STONE CAP WITH
CONTINUOUS DRIP - EACH SIDE.
PROVIDE JOINT AND NOTCHES
IN CAP EACH SIDE OF JOINT TO
ACCOMMODATE POSTS.  PITCH
TOP OF CAP 1/8"

THROUGH-WALL FLASHING -
SEAL DOWEL PINS WITH
MASTIC

ALUMINUM PALISADE FENCE

BRICK WITH CAST STONE CAP
PIER BEYOND, PITCH TOP OF
CAP 1/8"

3' 
- 0

"
5"

4"
7' 

- 0
".

2' 
- 4

".
5"

2"

2" 2"

2"
1' 

- 3
 5/

8"
2"

1' - 3 5/8"

CAST STONE CAP
ABOVE - ALL EDGES
SIMILAR TO 1/AS603

ALUMINUM PALISADE
FENCE

4" NOMINAL FACE BRICK
TUBE - USE AS
CONCRETE FORM,
BRACE AS REQUIRED
DURING CONSTRUCTION.
(4" NOMINAL CMU WHERE
CONCEALED BY LOW
WALL)

CONCRETE FILL - SEE
STRUCTURAL FOR
REINFORCING

NOTCH WALL
CAP AT
EMBEDDED
POST
LOCATIONS

JOINT

CLEAR
3 3/4"

ROOF DRAIN
WITH FLASHING
CLAMP - SEE
MECH.

Center Line
of Drain

2' - 0"
EDGE OF DRAIN SUMP

TAPERED RIGID
INSULATION
SYSTEM WITH
COVERBOARD
(INSUL 1) 1/4" PER
FOOT SLOPE

DRAIN PIPE -
SEE MECH.

PRECAST DECK

4'-0" x 4'-0" DRAIN SUMP
INSULATION (INSUL 1)

ADHERED TPO
MEMBRANE

AS603
6

2 1
/2"

.

Center Line
of Drain

TPO EDGE
SEALANT

ACCEPTABLE
FASTENER
AND PLATE,
12" O.C.

TPO SEALING
MASTIC

TPO FLASHING
MEMBRANE

TPO BONDING
ADHESIVE

4" CONTINUOUS
WELD

ADHERED TPO
MEMBRANE

TAPERED
DRAIN

DRAIN PIPE -
SEE MECH.

SHINGLE

1"

1"

1 6  OZ. COPPER FL ASHING

1 '  - 0 "

OPEN VALLEY SYSTEM

3"  M I N.

VA
LL

EY

CLIP TOP CORNER
OF ALL SHINGLES
THAT TERMINATE
@ VALLEY

COPPER VALLEY
FLASHING

ASPHALT SHINGLE
ROOF SYSTEM

ICE & WATER
SHIELD 30" UP
EACH SIDE OF
VALLEY

3/4" EXTERIOR
GRADE CDX
PLYWOOD
SHEATHING OVER
METAL DECK - SEE
STRUCTURAL FOR
FRAMING

TIE-OFF PIPE -
SEE
STRUCTURAL

TPO MEMBRANE AND
BONDING ADHESIVE

TPO EDGE
SEALANT

METAL DECK - SEE
STRUCTURAL
DRAWINGS

DRAW BAND

TPO MEMBRANE

TPO MEMBRANE -
STRETCH TO
FORM 1" UPTURN

NOTE:  SEE
STRUCTURAL
DRAWINGS FOR
ATTACHMENT TO
ROOF DECK

BUILD-UP WITH TREATED
WOOD 2x BLOCKING PLUS
PLYWOOD AS REQUIRED
SECURELY ANCHORED TO
DECK - VERIFY QUANTITY
REQUIRED

TPO
POLYURETHANE
CAULK

1-1/2" MINIMUM
CONTINUOUS
WELD

TAPERED
INSULATION SYSTEM
WITH COVER BOARD

TOP OF DECK

2

2

2

2 X

X

X

X

128' - 11 1/2"

2

2

2

2X

X

X

X

2' 
- 0

"
6" 

MI
N.

INSUL-6
SUBSTITUTE
COMPRESSIBLE
FILLER AND
SEALANT AT
ROOF EDGES

LIGHT GAUGE TRUSS
FRAMING

EXISTING
CORNICE AT
GABLE

2

6

CONTINUOUS WATER CUT-
OFF MASTIC BEHIND
FLASHING.  1/8" x 2"
CONTINUOUS COPPER
CLAMPING BAR OVER
FLASHING - ANCHOR AT 1'-0"
O.C. MAXIMUM

SEALANT

20 MIL PLASTIC AIR
STOP

16 OZ COPPER EXPANSION
FLASHING WITH HEMMED
TOP EDGE - EXTEND  1'-0"
OVER ROOF

2 x 3 TREATED
WOOD BLOCKING
SECURE TO
PLYWOOD
SHEATHING.
COVER END OF
BLOCKING WITH
COPPER RETURN ASPHALT

SHINGLE ROOF
SYSTEM

3/4" EXTERIOR GRADE CDX
PLYWOOD SHEATHING ON
1-1/2" METAL DECK

3"

3/4" 16 OZ COPPER
1' - 0"

ICE SHIELD
2' - 6"

2 "

2"

PACK OPEN ENDS OF DETAIL
WITH COMPRESSIBLE FILLER
AND SEALANT

PROVIDE
COMPRESSIBLE JOINT
FILLER AND SEALANT AT
ENTIRE PROFILE OF
CORNICE

EXISTING FACE BRICK

24 GAUGE PREFINISHED
METAL CORNICE - SEE
4/AS601 FOR PROFILE
AND FRAMING.  REFER
TO 21/AS602 FOR JOINT
CONSTRUCTION AT
BRICK AND CMU WALL
BEHIND CORNICE

CL
EA

R
3/4

"

PROVIDE 3/4" EXTERIOR
GRADE CDX PLYWOOD CUT
TO PROFILE OF CORNICE
AND EXTENDED BACK TO
CMU AND PLYWOOD BAFFLE
AT ATTIC LEVEL.  SECURE
TO CORNICE BLOCKING AND
CMU.  PRE-ASSEMBLE AS
REQUIRED.

NOTE:  CORNICE SLOPES
UP FROM BUILDING NO.
111.  PLYWOOD PROFILE
MUST ACCOMODATE THE
DIFFERENCE.

VENT PIPE - SEE
MECHANICAL
DRAWINGS

TPO MEMBRANE AND
BONDING ADHESIVE

TPO EDGE SEALANT

METAL DECK - SEE
STRUCTURAL DRAWINGS

DRAW BAND

TPO MEMBRANE

TPO MEMBRANE -
STRETCH TO
FORM 1" UPTURN

BUILD-UP WITH TREATED WOOD 2x
BLOCKING PLUS PLYWOOD AS
REQUIRED SECURELY ANCHORED TO
DECK - VERIFY QUANTITY REQUIRED

TPO
POLYURETHANE
CAULK

1-1/2" MINIMUM
CONTINUOUS WELD

TAPERED INSULATION
SYSTEM WITH COVER BOARD

TOP OF DECK

2

2

2

2 X

X

X

X

128' - 11 1/2"

2

2

2

2X

X

X

X

6" 
MI

N.

F

4"
3"

2' 
- 5

"
1' 

- 0
"

3' 
- 1

1"

ELECTROMAGNETIC
GATE LOCKS

4
AS603

4 x 4 GALVANIZED HSS
POST, TO 9'-9" ABOVE
FOUNDATION. CAP AND
MACHINE AS REQ'D
FOR HARDWARE AND
ELECTRICAL SERVICE.
ENCASE IN CONCRETE
FROM FOOTING TO
GRADE. PAINT ALL
STEEL TO MATCH
GATE & FENCE FINISH

TOP OF FENCE

109'-9"

TOP OF CAP

102'-9"

TOP OF
FOUNDATION

100'-0"

CARD READER

CONDUIT - ROUTE BACK
INTO BUILDING

3"

4" 4' - 0" 4"

EDGE OF CAST STONE CAP

4 x 4 GALVANIZED HSS
POST; 1/2" GAP BETWEEN
CAST STONE CAP AND
POST.  SIMILAR AT HINGE
SIDE.

ELECTROMAGNETIC
GATE LOCK

1 3
/4"

1/2"

3"

GATE FRAME - 1 3/4" x 3"

1 3
/4"

SEE 2/AS603 FOR
ADDITIONAL NOTES

CONDUIT FOR LOCK &
CARD READER

TOP OF DECK

128' - 11 1/2"

TOP OF BLOCKING

130' - 11 1/2"

TPO MEMBRANE FLASHING
OVER BONDING ADHESIVE

TERMINATION BAR WITH
SEALANT BEHIND

TPO MEMBRANE FLASHING
OVER BONDING ADHESIVE
OVER 3/4" EXTERIOR GRADE
CDX PLYWOOD

1-1/2" MINIMUM
CONTINUOUS WELD

TPO EDGE SEALANT

ADHERED TPO
MEMBRANE TURN UP AT
VERTICAL SURFACE

CONTINUOUS SEALANT

TREATED 1 x 8

24 GAUGE PREFINISHED METAL
COPING AND FASCIA WITH
CONTINUOUS HOOK STRIPS BOTH
SIDES

PREFINISHED J-TRIM

PREFINISHED METAL WALL CLADDING -
MATCH SEAM PROFILE AND SPACING OF
EXISTING BUILDING #111.

PREFINISHED BOTTOM
CLOSURE

24 GAUGE PREFINISHED
METAL COUNTER FLASHING
W/ HEMMED EDGE

2' 
- 0

"

ASPHALT SHINGLE
SYSTEM OVER
BUILDING FELT

CONTINUOUS STEEL
CHANNEL - SEE
STRUCTURAL DRAWINGS

6" x 16 GAUGE METAL STUDS
AT 1'-4" O.C. - SEE
STRUCTURAL DRAWINGS

LIGHT GAUGE TRUSSES
- SEE STRUCTURAL
DRAWINGS

3/4" EXTERIOR GRADE
CDX PLYWOOD
SHEATHING

TAPERED INSULATION
SYSTEM (INSUL 1) WITH
COVER BOARD
1/4" PER FOOT SLOPE

METAL DECK - SEE
STRUCTURAL
DRAWINGS

2 X

8 1
/2" 4 1

/4"
3/4

"

TOP OF DECK

TOP OF BLOCKING

TPO EDGE
SEALANT

TPO
MEMBRANE

1-1/2"
MINIMUM
CONTINUOUS
WELD

TPO EDGE
SEALANT

24 GAUGE
PREFINISHED METAL
COUNTER FLASHING
W/ HEMMED EDGE

2' 
- 0

"

2 X

2 X

2 X

NOTE:  SEE 7/AS601
FOR SIMILAR
CONSTRUCTION

24 GAUGE PREFINISHED
METAL SCUPPER LINER 4"
MINIMUM x 1'-0" OPENING
ROOF SIDE.  PITCH
OUTWARD.  PROVIDE STUD,
BLOCKING & SEALANT EACH
SIDE OF OPENING.

BUILD-UP WITH
PRESERVATIVE
TREATED
WOOD 2x
BLOCKING PLUS
PLYWOOD AS
REQUIRED
SECURELY
ANCHORED TO
DECK - VERIFY
QUANTITY
REQUIRED

2 X

TPO
MEMBRANE

130' - 11 1/2"

128' - 11 1/2"

ROOF CURB
BY OTHERS

TPO EDGE SEALANT

METAL DECK - SEE
STRUCTURAL DRAWINGS

TPO MEMBRANE

TPO MEMBRANE - STRETCH TO
FORM 1" UPTURN

BUILD-UP WITH PRESERVATIVE
TREATED WOOD 2x BLOCKING
PLUS PLYWOOD AS REQUIRED
SECURELY ANCHORED TO DECK -
VERIFY QUANTITY REQUIRED

1-1/2" MINIMUM
CONTINUOUS WELD

TAPERED INSULATION
SYSTEM WITH COVER
BOARD

TOP OF DECK

2

2

2

2 X

X

X

X

128' - 11 1/2"

TPO MEMBRANE AND
BONDING ADHESIVE

1' 
- 0

" M
IN

IM
UM

SEE MECHANICAL
DRAWINGS FOR
MECHANICAL EQUIPMENT
AND FLASHING
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AS603

LONG TERM / INTERMEDIATE PSYCHIATRIC
UNIT

12/
16/

201
1

 1/2" = 1'-0"
SECTION AT COURTYARD FENCE

1  1 1/2" = 1'-0"

PLAN SECTION AT COURTYARD PIERS
AND POSTS

2

 1 1/2" = 1'-0"

ROOF DRAIN DETAIL AT PRECAST DECK
- SIM AT STEEL DECK

5  3" = 1'-0"

ROOF DRAIN DETAIL AT PRECAST DECK
- SIM AT STEEL DECK

6

 1 1/2" = 1'-0"
TYPICAL VALLEY DETAIL

9

 1 1/2" = 1'-0"
FLASHING AT TIE-OFFS

10  1 1/2" = 1'-0"

CONNECTION LINK ROOF AT BUILDING
NO. 111

12  1 1/2" = 1'-0"

CONNECTION LINK CORNICE AT
BUILDING NO. 111

13 1 1/2" = 1'-0"

FIELD-FABRICATED VENT PIPE
FLASHING

11

 1/2" = 1'-0"
COURTYARD GATE

3  3" = 1'-0"
COURTYARD GATE - ENLARGED PLAN

4

 1 1/2" = 1'-0"
SECTION AT PARAPET

7  1 1/2" = 1'-0"
SECTION AT OVERFLOW SCUPPERS

8

 1 1/2" = 1'-0"
ROOF CURB DETAIL

14
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